SANYO

Cell Type N-1200SCK
Specifications

@
‘ ad""a Nominal Capacity 1200mAh
Nominal Voltage 1.2v
. Standard 120mA
D Charging Current ik 360mA
> d Quic m
. i Standard 14 to 16Hrs.
a Charging Time -
s a— Quick 4 to 6Hrs.
A///M/ y 0 ch Standard| 0°Cto +70°C [+32°F to 158°F]
arge -
T Ambient Quick 10°C to +70°C [+50°F to 158°F]
iy ERYM) Temperature| Discharge -20°C to +70°C[ -4°F to 158°F
]%%A“MWM BnggmM ‘ Storage -30°C to +70°C [ -22°F to 158°F]
i 1
iTANDARD ggé;{i:ﬁms,aﬂ% Internal Impedance (Av.) 4.2mQ
by JRgIE,Enecchso o 0 Y 420202 mm (at 50% discharge) (at 1000Hz)
Y RLY. +0.012 i .
10 Blctrc o, Lid @ Dimensions ;-263‘10_3 'r’;‘:: Weight 52g/1.830z
j-cd of D = ; . .
Ni-C Bare Cell 086602 inchl | Dimensions(D)x(H) 229 ] x430 , mm
10.0 mm ; .
with t ube 0 x1 0 inch
d 0.394 inch ( ) 0.90 -0.04 69 -0.05 c
Typical Characteristics
Charge Discharge (athigh rate)
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